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1-1250: U2BL Poli-Glide 8M/2U/BU

Color: Blue

Plies: 2

Nom. OAG: 0.05" +/- 0.01"

Fabric: Polyester

Top Surface: Smooth

Bottom Surface: Bare

Compound: Urethane

Work Tension: 126 lbs./PIW

Elongation: Less than 1%

Weight: 0.026 lbs./PIW

Minimum Pulley: 0.6"

Backflex Min. Pulley Dia.: 1"

Working Temp: -4 to 212 °F

Max. Stocked Width: 78.75"

Attributes: Cross Rigid, FDA Compliant, Sliderbed

Suitable, Anti-Static, Nosebar Suitable, Oil

Resistant

Hardness: 90a

Features

1-1250 features an FDA-compliant construction with a non-adhesive top cover designed

for clean release and improved hygiene. Its blue surface provides excellent visibility for

inspection and detection lines.

The belt offers abrasion resistance, smooth tracking, and reliable edge wear

performance under continuous load.

U2BL Poli-Glide 8M/2U/BU is used as an accumulation belt, diverting belt, dough belt,

and general-purpose conveyor in food processing, bakery operations, and ingredient

handling systems.

https://mulhernbelting.com/belt/1-1250


Part Number: Part Description:

Splicing Instructions

Upper Platen Temp:

Bottom Platen Temp:

Pressure:

Time:

Water Cooled Hi-Speed

Imperial Metric

° F

PSI

° F

m:s

° C

bar

° C

m:s

Imperial Metric

° F

PSI

° F

m:s

° C

bar

° C

m:s

Finger Length (A):

Finger Width (B):

Imperial Metric

mm

mm

A

B

Ph: (800) 253-6300 Fax: (201) 337-6540 sales@mulhernbelting.com www.mulhernbelting.com

Belt Spec
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