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5-1502: 2 Ply 150 1/8 X Bare MOR

Color: Black

Plies: 2

Nom. OAG: 0.22" +/- 0.03"
Fabric: Polyester/Nylon

Top Surface: Smooth Cover
Bottom Surface: Bare
Compound: MOR

Work Tension: 150 Ibs./PIW
Elongation: Less than 3%
Weight: 0.11 Ibs./PIW

Features

Minimum Pulley: 6"

Backflex Min. Pulley Dia.: 9"

Working Temp: -20 to 225 °F

Max. Stocked Width: 84"

Attributes: Sliderbed Suitable, Troughable, QOil
Resistant, Oil Resistance ASTM D471
70C/72hrs/IRM903 < 20% Swell

Hardness: 65a

Top Cover Thickness: 0.125"

Recessed OAG: 0.157"

5-1502 features a medium-duty, abrasion-resistant top cover with a bare bottom
surface designed for smooth operation on slider beds. The construction provides
reliable wear performance, good flexibility, and moderate oil resistance, making it
suitable for demanding yet cost-effective conveying environments.

150 1/8” x Bare MOR is a strong choice wherever a medium-duty belt is required on a
slider bed. It performs exceptionally well in recycling applications, glass handling, and
the processing of wood chips, paper, and scrap materials. Its durability and traction
characteristics make it a dependable option for a wide range of industrial conveying

challenges.
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